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connection strands for  
2. transmitter

RTD: 

q 1 x Pt 100 class B (T720)     q 2 x Pt 100 class B (T721) 

q 1 x Pt 100 class A (T720)     q 2 x Pt 100 class A (T721) 

 

 

CONNECTION TYPE OF INNER WIRES: 

q 2 – wire circuit (T720 + T721) 

q 3 – wire circuit (T720 + T721) 

q 4 – wire circuit (only T720) 

 

 

Ø SHEATH / MEASURING TIP / MATERIAL NO.: 

q 3.0/3.0/1.4541                   q 6.0/6.0/1.4541  

q 4.5/4.5/1.4541                     q 6.0/8.0/1.4541 

 

 

MEASURING TEMPERATURE RANGE: 

q -50 ... +400°C 

q -50 ... +600°C 

 

 

INSET LENGTH: 

q 145 mm                   q 405 mm                   q 0825 mm 

q 205 mm                   q 430 mm                   q 1025 mm 

q 255 mm                 q 435 mm                 q 1275 mm 

q 275 mm                 q 455 mm     q 1425 mm 

q 290 mm                 q 525 mm                 q 1625 mm 

q 315 mm                 q 580 mm                 q 1825 mm 

q 340 mm                 q 655 mm                 q 2025 mm 

q 375 mm                 q 735 mm                 q other length: 

GAU G E S L I D E S  
FO R R E S I STAN C E TH E R M O M ETE R S  

T720  RTD (mineral insulated) gauge slides with 1 transmitter 

T721  RTD (mineral insulated) gauge slides with 1 transmitter and with connection for the second transmitter

https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/products/showprocategories/temperature-measurement/protecting-armatures/
https://www.sab-cable.com/cables-wires-harnessing-temperature-measurement/temperature-measurement/protecting-armatures.html



